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APl 600 TRIM CHART (Cast Steel Valves - Size: Typically larger, ranging from 2 inches to 60 inches in diameter)
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API TRIM NUMBER MATERIAL SEAT DISC BACK SEAT STEM
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304
F310
Hard 410
Hardfaced
Hardfaced
410 and Cu-Ni
410 and Hard 410
410 and Hardfaced
410 and Hardfaced
Monel
316
Monel and Hardfaced
316 and Harfaced
Alloy 20
Alloy 20 and harfaced
304 and harfaced
316 and hardfaced
347 and hardfaced
Alloy 20 and hardfaced

304
310
Hard 410
Stellite
Ni-Cr
Cu-Ni
Hard 410
Stellite
Ni-Cr
Monel
316
Stellite
Stellite
Alloy 20
Stellite
Stellite
Stellite
Stellite
Stellite

304
310
Hard 410
Stellite
Ni-Cr
Cu-Ni
Hard 410
410
410
Monel
316
Monel
316
Alloy 20
Alloy 20
Stellite
Stellite
Stellite
Stellite

304
310
410
410
410
410
410
410
410
Monel
316
Monel
316
Alloy 20
Alloy 20
304
316
347
Alloy 20

304
310
410
410
410
410
410
410
410
Monel
316
Monel
316
Alloy 20
Alloy 20
304
316
347
Alloy 20

APl 602 TRIM CHART (Forged Steel Valves - Size: Smaller, generally ranging from 1/4 inch to 2 inches)
API TRIM NUMBER MATERIAL SEAT DISC BACK SEAT STEM

s wN e

~N o

8A
9
10
11
12
13
14
15
16
17
18

410
304
F310
Hard 410
Hardfaced
Hardfaced
410 and Cu-Ni
410 and Hard 410
410 and Hardfaced
410 and Hardfaced
Monel
316
Monel and Hardfaced
316 and Harfaced
Alloy 20
Alloy 20 and harfaced
304 and harfaced
316 and hardfaced
347 and hardfaced
Alloy 20 and hardfaced

304
310
Hard 410
Stellite
Ni-Cr
Cu-Ni
Hard 410
Stellite
Ni-Cr
Monel
316
Stellite
Stellite
Alloy 20
Stellite
Stellite
Stellite
Stellite
Stellite

304
310
Hard 410
Stellite
Ni-Cr
Cu-Ni
Hard 410
410
410
Monel
316
Monel
316
Alloy 20
Alloy 20
Stellite
Stellite
Stellite
Stellite

304
310
410
410
410
410
410
410
410
Monel
316
Monel
316
Alloy 20
Alloy 20
304
316
347
Alloy 20

410
304
310
410
410
410
410
410
410
410
Monel
316
Monel
316
Alloy 20
Alloy 20
304
316
347
Alloy 20

NOTE: The trim valvesare covered by the standards APl 600 and APl 602, but some manufacturers offers valve trim variants as special valve
trims or custom valve trims that extend beyond the standard trim combinations defined by API standards like API 600 and APl 602.



